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L E G E N D A R Y  H I S T O R Y .  M O D E R N  D E S I G N .
The original Ampeg B-15 is the most sought after and widely recorded bass amp in history. The all-tube tone 

of this flip-top wonder has inspired countless bassists since the ‘60s. Ampeg’s current Portaflex line features 

a range of compact, modern high-powered heads and a ton of mix-and-match cabinets to build the ultimate 

Portaflex rig. But, what about that amazing all-tube tone? Meet the all-new PF-20T and PF-50T. These all-tube 

heads deliver everything you love about authentic Portaflex tube tone in compact designs built for the 

modern player.  And, since they are the most affordable all-tube Ampeg heads ever created, more 

players than ever can bask in the glory of all-tube tone.
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TONE THAT ENDURES. 
DESIGNS FOR ANY PLAYER. 
The undeniable draw of the powerful SVT has made it the 

number one backlined amp for decades. After all, there is 

nothing that competes with 300W of all-tube Ampeg tone. 

Ampeg has a long history of creating earth-shaking rigs 

favored by professionals the world over. 

However, Ampeg’s history is also filled with designs that 

occupy a different space. The world is filled with studios, 

smaller stages, rehearsal spaces, bedrooms and tour buses. 

From the early days of the legendary B-15, Ampeg has been 

dedicated to delivering the best tone possible for these sorts 

of applications. In fact, the B-15 is widely recognized as 

history’s most recorded bass amp. 

These amazing designs have evolved through the years. 

Now, authentic Ampeg tone is available in designs to fit any 

player’s style and budget with our full line of tone shaping 

pedals and effects. 

This year, we are excited to introduce an addition to our 

growing line of popular pedals with the launch of two new 

stomp boxes – the Opto Comp Analog Optical Compressor 

and Liquifier Analog Chorus pedals. Joining the SCR-DI 

Bass DI, Scrambler Bass Overdrive, and Classic Analog 

Bass Preamp, Ampeg pedals deliver a wide range of choice 

for any gigging bassist. These new pedals offer new ways 

to expand your creativity and refine your tone with all the 

warmth, noise performance, and reliability that Ampeg is 

known for.

Ampeg’s history is filled with amazing pieces of gear that 

not only helped to define the industry; they deliver sought-

after tone that has stood the test of time. Each and every 

piece of gear we make is held to this standard. From 

amazingly portable practice amps to legendary designs that 

have rocked stadiums and studios for decades, Ampeg is 

dedicated to delivering the most comprehensive line of 

amps available.

To learn more, visit www.ampeg.com
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AN AUTHENTIC EXPERIENCE.
A UNIQUE VOICE.
Designed and assembled in the U.S.A., the Heritage B-15N delivers the sought-after B-15 performance in a new, all-
tube design featuring reliable PCB architecture and a beautiful flat black finish. The Heritage B-15N features distinct 
1964 and 1966 channels, each with Ampeg’s flexible Baxandall EQ for ultimate tone control. 

• Designed and assembled in the U.S.A.

• Limited edition production with numbered and 
matched heads/cabs

• Classic Ampeg flip-top design

» Black powder-coated chassis 

» Rugged cabinets made with poplar ply

» Legendary double-baffle cabinet design 
delivers classic tone

• Two distinct preamp circuits

» Channel 1 – 1964 (B-15NC)

» Channel 2 – 1966 (B-15NF)

• Selectable bias modes for ultimate            
tone control

» 1964 – cathode bias (25 watts @ 4          
or 8 ohms)

» 1966 – fixed bias (30 watts @ 4 or 8 ohms)

• High-grade tubes

» Preamp – 3 × 12AX7  

» Rectifier – 1 × 5AR4    

» Power amp – 2 × 6L6GC

• Legendary Baxandall bass/treble tone stack on 
both channels

• Dual inputs per channel (0dB & –15dB)

• Custom-designed 15" U.S. made               
Eminence® driver 

» 4" voice coil

» 56 oz ceramic magnet

• External amplifier out 

• Removable casters (included)

• Weight: 76 lb

HERITAGE B-15N
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• Designed and assembled in the U.S.A.

• 4 × 10" custom U.S. made Eminence® LF drivers

• 500 watts power handling @ 4 ohms

• 1" Eminence APT: 50 HF driver w/ L-Pad level control

• Frequency response: 28Hz – 18kHz

• Max SPL: 125dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and heavy-duty wheels 

• Premium Heritage black sparkle grille cloth, soft Tolex® and trim

• Weight: 76 lb

• Designed and assembled in the U.S.A.

• 8 × 10" custom U.S. made Eminence® LF drivers

• RMS power handling: 

» 800 watts @ 4 ohms 

» Dual 400 watts @ 8 ohms stereo

• Frequency response: 40Hz – 5kHz

• Max SPL: 130dB

• Sensitvity: 100dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and heavy-duty wheels

• Premium Heritage black sparkle grille cloth, soft Tolex® and trim

• Weight: 137 lb

HERITAGE SVT-CL

HERITAGE SVT-810E

HERITAGE SVT-410HLF

• Designed and assembled in the U.S.A.

• 300 watts RMS @ 2 or 4 ohms

• Premium, matched tubes 

» Preamp – JJ (2 × 12AX7) 

» Driver – JJ (1 × 12AX7, 2 × 12AU7) 

» Power amp – JJ (6 × 6550)

• Mid-tone control: 5-position midrange selector

• Speaker connections: Neutrik® Speakon and 1/4"

• Transformer balanced line out

• Premium Heritage black sparkle grille cloth, soft Tolex® and trim

• Heritage black line faceplate

• Weight: 80 lb

Heritage SVT-CL heads deliver massive all-tube power using premium JJ tubes throughout. Heritage SVT cabinets 
feature custom U.S. made Eminence® drivers and the rugged construction for which Ampeg cabs are known.
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MICRO-CL  STACK

• 8 × 10" custom Eminence® LF drivers

• RMS power handling: 

» 800 watts @ 4 ohms

» Dual 400 watts @ 8 ohms stereo

• Frequency response: 40Hz – 5kHz 

• Max SPL: 130dB

• Sensitivity: 100dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and  
heavy-duty wheels

• Classic Ampeg grille cloth, Tolex® and trim

• Weight: 140 lb

SVT-810ESVT-CL
• 300 watts RMS @ 2 or 4 ohms

• Preamp: Tube (2 × 12AX7)

• Driver: Tube (1 × 12AX7, 2 × 12AU7)

• Power Amp: Tube (6 × 6550)

• Tone controls: 3-band

• Mid-tone control: 5-position selector

• Ultra Hi/Lo boosts

• Speaker connections: Neutrik® 
Speakon and 1/4"

• Transformer balanced line out

• Classic Ampeg grille cloth, 
Tolex® and trim

• Weight: 80 lb

CLASSIC SERIES
HEADS AND ENCLOSURES
The Classic Series personifies the look and sound of “classic” Ampeg that you’ve heard in countless recordings, 
TV shows and concerts. In fact, the Classic SVT rig is the sonic reference point by which all other bass amps 
are measured. From the 300 watt, all-tube output of the SVT to the limitless speaker combos available with the 
companion enclosures, the Classic Series delivers the unique sound that bass players all over the world have come 
to expect from their rigs. Featuring classic Ampeg grille cloth, Tolex® and trim, you can spot an Ampeg SVT rig from 
the other side of the stadium. 

Head 
• Power output:

» 100 watts @ 8 ohms

• Preamp: Solid-state

• Power amp: Solid-state

• Tone controls: 3-band

• FX loop

• Dual inputs (0dB & –15dB)

• Unbalanced line out

• 1/8" line in & headphone out

• Power supply: Linear

• Weight: 14 lb 

MICRO-CL STACK

SVT-CL 
SVT-810E

MICRO HEADS AND ENCLOSURES 
Let’s face it. If your significant other let you keep your full SVT stack 
in your living room… you would. With our Micro stacks, this is not only 
possible, but plausible.

Enclosure
• 2 × 10" LF drivers

• 100 watts power handling @ 8 ohms

• Frequency response: 57Hz – 5kHz

• Weight: 33 lb
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MICRO-VR
SVT-210AV

SVT-VR
SVT-810AV

• 8 × 10" custom Eminence® LF drivers

• RMS power handling: 

» 800 watts @ 4 ohms 

» Dual 400 watts @ 8 ohms stereo

• Frequency response: 40Hz – 5kHz 

• Max SPL: 130dB

• Sensitivity: 100dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and  
heavy-duty wheels

• Vintage silver sparkle grille cloth, soft 
Tolex® and trim

• Weight: 140 lb

SVT-810AVSVT-VR
• 300 watts RMS @ 2 or 4 ohms

• Preamp: Tube (3 × 12AX7, 2 × 12AU7)

• Driver: Tube (1 × 12AX7, 2 × 12AU7)

• Power Amp: Tube (6 × 6550)

• Tone controls: 3-band   

• Mid-tone control: 3-position rocker switch

• Ultra Hi/Lo boosts

• Two discrete channels

• Speaker connections: Neutrik® Speakon     
and 1/4"

• Transformer balanced line out

• Vintage silver sparkle grille cloth, soft 
Tolex® and trim

• Weight: 85 lb

• RMS power output: 

» 200 watts @ 4 ohms 

» 150 watts @ 8 ohms

• Preamp: Solid-state

• Power amp: MOSFET

• Tone controls: 3-band

• FX loop

• –15dB pad & integrated limiter

• Balanced line out

• 1/8" line in & headphone out

• Power supply: Switching

• Weight: 9 lb

MICRO-VR
• 2 × 10" custom Eminence® LF drivers

• 200 watts RMS power  
handling @ 8 ohms

• Frequency response: 40Hz – 5kHz 

• Vintage silver sparkle grille cloth, soft 
Tolex® and trim

• Weight: 26 lb

SVT-210AV
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SVT-212AV

SVT-112AV

V-4B 100W
ALL-TUBE BASS HEAD 

• 2 × 12" custom Eminence® LF drivers

• 600 watts RMS power handling @ 4 ohms

• 1" HF compression driver w/ 3-position     
level control

• Frequency response: 71Hz – 18kHz

• Max SPL: 127dB

• Sensitivity: 99dB

• Rugged 15mm poplar ply enclosure

• Vintage silver sparkle grille cloth, soft Tolex® 
and trim

• Weight: 66 lb

• 12" custom Eminence® LF driver

• 300 watts RMS power handling @ 8 ohms

• 1" HF compression driver w/ 3-position     
level control

• Frequency response: 70Hz – 18kHz

• Max SPL: 121dB

• Sensitivity: 96dB

• Rugged 15mm poplar ply enclosure

• Vintage silver sparkle grille cloth, soft Tolex® 
and trim

• Weight: 45 lb

BLACK CLASSIC 
GRILLES 
AVAILABLE AS 
ACCESSORIES  
(PG 16)

• 100 watts RMS @ 2, 4 or 8 ohms

• Preamp: Tube (2 × 12AX7)

• Driver: Tube (1 × 12AX7, 1 × 12AU7)

• Power amp: Tube (4 × 6L6GC)

• Tone controls: 3-band

• Mid-tone control: 3-position selector

• Ultra Hi/Lo boosts

• Speaker connections:                                                                 
1/4" (8 ohm, 2 × 4 ohm, 2 × 2 ohm)

• Balanced line out

• Vintage silver sparkle grille cloth, soft Tolex® and trim

• Weight: 41 lb

V-4BV-4B

SVT-212AV
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SVT-610HLF
• 6 × 10" custom Eminence® LF drivers

• 600 watts RMS power handling @ 4 ohms

• 1" HF compression driver w/ L-Pad             
level control

• Frequency response: 42Hz – 18kHz

• Max SPL: 125dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and 
heavy-duty wheels

• Classic Ampeg grille cloth, Tolex® and trim

• Weight: 104 lb

SVT-15E
• 15" custom Eminence® LF driver

• 200 watts RMS power handling @ 8 ohms

• Frequency response: 33Hz – 3kHz

• Max SPL: 123dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure

• Heavy-duty wheels

• Classic Ampeg grille cloth, Tolex® and trim

• Weight: 52 lb

SVT-410HE
• 4 × 10" custom Eminence® LF drivers

• 500 watts RMS power handling @ 8 ohms

• 1" HF compression driver w/ L-Pad             
level control

• Frequency response: 43Hz – 18kHz

• Max SPL: 122dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure

• Non-ported design 

• Heavy-duty wheels

• Classic Ampeg grille cloth, Tolex® and trim

• Weight: 72 lb

SVT-410HLF
• 4 × 10" custom Eminence® LF drivers

• 500 watts RMS power handling @ 4 ohms

• 1" HF compression driver w/ L-Pad             
level control

• Frequency response: 28Hz – 18kHz

• Max SPL: 125dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure

• Tilt-back handlebar, skid rails and          
heavy-duty wheels

• Classic Ampeg grille cloth, Tolex® and trim

• Weight: 76 lb 
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SVT-3PRO

SVT-4PRO

SVT-7PRO

SVT-PRO SERIES
BASS HEADS
Ampeg’s SVT-PRO Series bass heads infuse a healthy dose of modern technology with the classic Round 
Sound that Ampeg is known for. The series boasts a wide variety of rackmountable heads perfect for the 
professional bassist. Couple that with deep tone-shaping capability and there you have it — pure Ampeg 
tone with the modern features touring professionals demand.

• RMS power output: 

» 450 watts @ 4 ohms

» 275 watts @ 8 ohms

• Preamp: Tube (3 × 12AX7)

• Driver: Tube (1 × 12AX7, 1 × 12AU7)

• Power amp: MOSFET

• Tone controls: 3-band

• Mid-tone control: 5-position

• Graphic EQ: 9-band

• Transformer balanced line out 

» Pre/post EQ option

» Ground lift

» Dedicated level control

• Power supply: Linear

• Weight: 26 lb 

• RMS power output:

» Dual 600 watts @ 2 ohms

» Dual 500 watts / 1200 watts  
mono-bridged @ 4 ohms

» Dual 300 watts / 900 watts  
mono-bridged @ 8 ohms

• Preamp: Tube (3 × 12AX7)

• Power amp: MOSFET

• Tone controls: 3-band

• Mid-tone control: 5-position

• Graphic EQ: 9-band

• Ultra Hi/Lo boosts

• Dual transformer balanced line outs

» Pre/post EQ option

» Ground lift

» Dedicated level control 

• Power supply: Linear

• Weight: 40 lb

• RMS power output: 

» 1000 watts @ 4 ohms

» 600 watts @ 8 ohms

• Preamp: Tube (1 × JJ 12AX7)

• Power amp: Class D

• Tone controls: 3-band

• Mid-tone control: 5-position selector

• Ultra Hi/Lo boosts

• Onboard variable compressor

• Tube-driven balanced line out

» Pre/post EQ option

» –40dB pad

» Ground lift

• FX loop with dedicated mix                      
control (footswitchable)

• Mute (footswitchable)

• Includes removable rack ears

• Power supply: Switching

• Weight: 16 lb
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PN-210HLF

PN-115HLF

PN-410HLF

Ampeg PRO NEO Series enclosures deliver amazing power in an extremely lightweight, ultra-modern 
package. Designed and assembled in the U.S.A., PRO NEO cabs are meticulously constructed and tested 
to look and sound their best. Custom-designed U.S. Eminence® neodymium drivers shed tons of weight 
without sacrificing a single drop of tone. And the rugged 15mm poplar plywood enclosure and powder-
coated metal grille mean long lasting durability. Subject to comprehensive post-assembly testing, each 
and every PRO NEO enclosure meets rigid sonic and cosmetic requirements. 

PRO NEO SERIES
BASS ENCLOSURES

• 2 × 10" custom U.S. made Eminence® LF drivers

• 550 watts RMS power handling @ 8 ohms

• 1" Eminence APT: 50 HF driver w/ L-Pad 
level control

• Frequency response: 45Hz – 18kHz

• Max SPL: 125dB

• 15" custom U.S. made Eminence® LF driver

• 575 watts RMS power handling @ 8 ohms

• 1" Eminence APT:  50 HF driver w/ L-Pad 
level control

• Frequency response: 35Hz – 18kHz

• Max SPL: 128dB

• 4 × 10" custom U.S. made Eminence® LF drivers

• 850 watts RMS power handling @ 8 ohms

• 1" Eminence APT: 50 HF driver w/ L-Pad 
level control

• Frequency response: 45Hz – 18kHz

• Max SPL: 127dB

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure 
with paint and splatter coating

• Durable powder-coated metal grille 
w/ brushed aluminum trim

• Weight: 64 lb

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure 
with paint and splatter coating

• Durable powder-coated metal grille 
w/ brushed aluminum trim

• True 60° monitoring angle

• Weight: 44 lb

• Sensitivity: 98dB

• Rugged 15mm poplar ply enclosure 
with paint and splatter coating

• Durable powder-coated metal grille 
w/ brushed aluminum trim

• Weight: 59 lb
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PF -112HLF PF -115HE PF -115LFPF -410HLF

PF -50TPF -210HE PF -500PF -800 PF -20T

PORTAFLEX SERIES
HEADS AND ENCLOSURES
Portaflex combines the vintage styling of Ampeg’s iconic cabinet design with a selection of modern, 
powerful heads and legendary all-tube tone. The PF-350, PF-500 and PF-800 heads are perfect for 
bassists that demand high-output in a lightweight, portable design. Those who desire true vintage Ampeg 
tone will feel right at home with the PF-20T and PF-50T all-tube heads. The flip-top design of the 
PF-210HE and PF-115HE allows you to store your head, cables, etc. right inside the enclosure for 
ultimate portability while the PF-112HLF, PF-115LF and PF-410HLF are ported to hit hard and low.

PF-20T
• RMS power output

» 20 watts @ 4 or 8 ohms

• Preamp: Tube (2 × 12AX7)

• Power amp: Tube (2 × 6V6)

• Tone controls: 3-band

• Preamp balanced line out

» Pre/post EQ

» Ground lift

• Transformer balanced line out

» Ground lift

• No speaker load required

• Adjustable user bias control

• Weight: 16 lb

PF-50T
• RMS power output

» 50 watts @ 4 or 8 ohms

• Preamp: Tube (2 × 12AX7)

• Power amp: Tube (1 × 12AU7, 2 × 6L6)

• Tone controls: 3-band

• Mid-tone control: 5-position selector

• Ultra Hi/Lo boosts

• Preamp balanced line out

» Pre/post EQ

» Ground lift

• Transformer balanced line out

» Ground lift

• No speaker load required

• Adjustable user bias control

• Weight: 20 lb

PF-112HLF
• Vintage Portaflex cabinet design

» Black diamond Tolex®

» Vintage B-15 grille cloth

» Rugged 15mm poplar ply enclosure

• 200W RMS power handling @ 8 ohms

• 1 × 12" custom Eminence® LF driver

• 1" HF compression driver with 
on/off control

• Ported for additional low 
frequency extension

• Integrated side handle

• Frequency response: 68Hz – 14kHz

• Max SPL: 122dB

• Sensitivity: 96dB

• Weight: 31 lb

PF -350
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PF-115HE
• Vintage Portaflex flip-top cabinet design

» Black diamond Tolex®

» Vintage B-15 grille cloth

» Rugged 15mm poplar ply enclosure

• 450 watts RMS power handling @ 8 ohms

• 15" custom Eminence® LF driver

• 1" HF compression driver w/ 3-position level control

• Frequency response: 44Hz – 17kHz

• Sensitivity: 99dB

• Max SPL: 125dB

• Weight: 45 lb

PF-210HE
• Vintage Portaflex flip-top cabinet design

» Black diamond Tolex®

» Vintage B-15 grille cloth

» Rugged 15mm poplar ply enclosure

• 450 watts RMS power handling @ 8 ohms

• 2 × 10" custom Eminence® LF drivers

• 1" HF compression driver w/ 3-position level control

• Frequency response: 37Hz – 17kHz

• Sensitivity: 99dB

• Max SPL: 125dB

• Weight: 48 lb

PF-350
• RMS power output  

» 350 watts @ 4 ohms

» 250 watts @ 8 ohms

• Preamp: Solid-state

• Power amp: Class D

• Tone controls: 3-band

• Onboard limiter

• Balanced line out

• FX loop

• 1/8" line in & headphone out

• –15dB input pad

• Power supply: Switching

• Weight: 8 lb

PF-800
• RMS power output

» 800 watts @ 4 ohms

» 400 watts @ 8 ohms

• Preamp: MOSFET

• Power amp: Class D

• Tone controls: 3-band

• Mid-tone control: 5-position selector

• Ultra Hi/Lo boosts

• Onboard compressor

• Balanced line out

» Pre/post EQ option

» –40 dB pad

» Ground lift

• FX loop with dedicated mix control 
(footswitchable)

• Power amp in / preamp out

• 1/8" line in & headphone out

• –15dB input pad

• Mute (footswitchable)

• Power supply: Switching

• Weight: 12 lb

PF-500
• RMS power output

» 500 watts @ 4 ohms

» 300 watts @ 8 ohms

• Preamp: MOSFET

• Power amp: Class D

• Tone controls: 3-band

• Mid-tone control: 5-position selector

• Ultra Hi/Lo boosts

• Onboard compressor

• Balanced line out 

» Pre/post EQ option

» –40dB pad

» Ground lift

• FX loop with dedicated mix control 
(footswitchable)

• Power amp in / preamp out

• 1/8" line in & headphone out

• –15dB input pad

• Mute (footswitchable)

• Power supply: Switching 

• Weight: 11 lb

PF-115LF
• Vintage Portaflex cabinet design

» Black diamond Tolex®

» Vintage B-15 grille cloth

» Rugged 15mm poplar ply enclosure

• 400 watts RMS power handling @ 8 ohms

• 15" custom Eminence® LF driver

• Shelf-ported for additional low frequency extension

• Integrated side handles

• Frequency response: 57Hz – 3.7kHz 

• Max SPL: 125dB

• Sensitivity: 99dB

• Weight: 56 lb

PF-410HLF
• Vintage Portaflex cabinet design

» Black diamond Tolex®

» Vintage B-15 grille cloth

» Rugged 15mm poplar ply enclosure

• 800 watts RMS power handling @ 8 ohms

• 4 × 10" custom Eminence® LF drivers

• 1" HF compression driver w/ 3-position level control

• Shelf-ported for additional low frequency extension

• Integrated side handles

• Frequency response: 55Hz – 17kHz 

• Max SPL: 130dB

• Sensitivity: 101dB

• Weight: 73 lb
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BA-115
• 15" Ampeg Custom15™ speaker

• 150 watts RMS power output

• 1" HF tweeter

• Preamp: Solid-state

• Power amp: Solid-state

• Tone controls: 3-band

• Ultra Hi/Lo boosts

• Bass Scrambler™ overdrive      
(footswitch optional)

• Balanced line out

• FX loop

• 1/8" line in & headphone out

• –15dB input pad

• HF mute

• Weight: 45 lb

BA-210
• 2 × 10" Ampeg Custom10™ speakers

• 450 watts RMS power output

• 1" HF tweeter

• Preamp: Solid-state

• Power amp: Class D

• Tone controls: 3-band

• Ultra Hi/Lo boosts

• Bass Scrambler™ overdrive 
(footswitch optional)

• Balanced line out

• FX loop

• 1/8" line in & headphone out

• –15dB input pad

• HF mute

• Extension speaker output

• Weight: 48 lb

BASSAMP SERIES COMBOS
Completely redesigned, Ampeg’s all-new BA Series Combos feature legacy Ampeg preamp and tone stack 
circuits with a wide range of classic Ampeg tones. The rugged, portable designs include a true 60° 
sound reinforcement monitor angle for added clarity and performance-driven features perfect for serious 
gigging, rehearsal and solo practice.
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BA-108
• 8" Ampeg Custom8™ speaker

• 20 watts RMS power output

• Preamp: Solid-state

• Power amp: Solid-state

• Tone controls: 3-band

• 1/8" line in & headphone out

• –15dB input pad

• Weight: 28 lb

BA-110
• 10" Ampeg Custom10™ speaker

• 40 watts RMS power output

• Preamp: Solid-state

• Power amp: Solid-state

• Tone controls: 3-band

• Bass Scrambler™ overdrive 

• 1/8" line in & headphone out

• –15dB input pad

• Weight: 33 lb

BA-112
• 12" Ampeg Custom12™ speaker

• 75 watts RMS power output

• Preamp: Solid-state

• Power amp: Solid-state

• Tone controls: 3-band

• Ultra Hi/Lo boosts

• Bass Scrambler™ overdrive 
(footswitch optional)

• 1/8" line in & headphone out

• –15dB input pad

• Weight: 42 lb
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NEW! LIQUIFIER ANALOG CHORUS

NEW! OPTO COMP ANALOG OPTICAL COMPRESSOR

•  Dual chorus circuit design delivers incredibly 

rich chorus tones for both bass and guitar

•  Dial in the perfect sound with Rate, Depth 

and Effect Level controls

•  True bypass, analog design with incredible 

signal-to-noise ratio

• Delivers smooth, vintage style optical 

compression

• Dial in the perfect sound with Compression 

and Release controls

• Output control allows you to maximize 

sustain and make up for heavy compression  

•  Roadworthy all-metal chassis construction

•  9V DC supply or battery capable (not included)

• True bypass, analog design with incredible 

signal-to-noise ratio

• Roadworthy all-metal chassis construction

• 9V DC supply or battery capable (not included)

PEDALS
Ampeg pedals deliver all-analog, true bypass designs with class-leading signal-to-noise ratio built into 
all-metal enclosures made to survive the rigors of the road. The SCR-DI Bass DI w/ Overdrive, Classic 
Analog Bass Preamp, and the Scrambler Bass Overdrive offer a wide range of authentic Ampeg tones that 
you can take anywhere. Expanding the series, the new Liquifier Analog Chorus and Opto Comp Analog 
Optical Compressor offer new ways to express your creativity and perfect your tone.
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SCR-DI BASS DI  WITH SCRAMBLER OVERDRIVE

SCRAMBLER BASS OVERDRIVE

CLASSIC ANALOG BASS PREAMP

• Delivers classic Ampeg grit, grind and sag

• Separate drive and blend (wet/dry) control

• Treble and volume control

• True bypass, analog design with incredible 

signal-to-noise ratio

• Roadworthy all-metal chassis construction

• 9V DC supply or battery capable (not included)

• Wide range of authentic Ampeg 

tones from smooth Portaflex to 

harmonically-rich SVT

• Dedicated XLR balanced line 

out with ground lift

• Affected 1/4" output

• Unaffected 1/4" thru

• Classic 3-band tone stack

• Footswitchable

• Ultra-Hi and Ultra-Lo circuits 

for additional tonal flexibility

• 1/8" headphone output

• 1/8" and 1/4" aux input for 

playing along with backing 

tracks

• Roadworthy die-cast zinc 

chassis construction

• Delivers a wide range of authentic Ampeg tones

•  Classic 3-band tone stack plus volume  

•  Ultra-Hi and Ultra-Lo circuits for tonal flexibility

•  True bypass, analog design with incredible 

signal-to-noise ratio

•  Roadworthy all-metal chassis construction

•  9V DC supply or battery capable (not included)
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COVERS, ACCESSORIES, 
APPAREL AND MORE

© 2018 LOUD Audio, LLC. “Ampeg” is a trademark or 
registered trademark of LOUD Audio, LLC.  

All rights reserved. DESIGN PATENTS PENDING.  
Products are not drawn to scale. All terms, conditions, 

and specifications subject to change without notice.

ACCESSORIES

AFP1:  Single footswitch, LED indicator, 12-foot cable 

AFP2:  Double footswitch, LED indicator, 12-foot cable

SWAG

30"×33" FABRIC BANNER  
0019581

STUDIO STOOL 
0017432

36"×48" RUG 
0021760

COVERS

Just think of the places you play. They’re dirty, right? Downright filthy, I bet. That’s why we make covers 

for our most popular amps and cabs. They not only protect your gear from the rigors of the road, they also 

sport the Ampeg logo. After all, you wouldn’t want someone to think you play anything else, would you?

AMPEG MERCH AT AMPEG.COM

» MICRO-VR COVER 

» SVT-210AV COVER

» PF-115HLF COVER

» PF-410HLF COVER

» PF-115HE / PF-210HE COVER

» SVT-CL / SVT-VR COVER

» SVT-112AV COVER

» SVT-212AV COVER

» SVT-15E COVER

» SVT-410HE COVER

» SVT-410HLF COVER

» SVT-610HLF COVER

» SVT-810AV / SVT-810E COVER 

» V-4B COVER

AFP3: Triple footswitch, LED indicator, 12-foot cable 

2040884:   Ampeg 6550 tube clamp kit

PORTAFLEX TOTE BAGS

» PF-350 BAG

» PF-500 / PF-800 BAG

OPTIONAL GRILLES

» SVT-112AV 
CLASSIC BLACK GRILLE

» SVT-212AV 
CLASSIC BLACK GRILLE

Store your Portaflex head and 

travel with this official Ampeg logo 

tote bag. You will look as good as 

you sound, guaranteed.

Want to pair your SVT 12" cab 

with a Classic Series head? 

Match the look with these 

optional Classic black grilles.

SANDRINE LEE
Photographer

The discerning eye of Ampeg belongs to French born 
photographer Sandrine Lee, who lives and works in NYC. 
Her artist shots are second to none. Check her work out 
at www.sandrinelee.com. 
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A D D  S O M E  C O L O R 
Bringing in some color to the popular Ampeg pedal family,  two all-new additions are joining 

the line to expand your creativity and perfect your tone. The Liquifier Analog Chorus offers 

incredibly rich sounds with its dual circuit  design. An essential  tool  for countless musicians, 

the Opto Comp Analog Optical Compressor offers classic, smooth compression to sweeten the 

tone of  any setup. All  Ampeg pedals are 100% analog, true bypass designs with class-leading 

signal-to-noise ratio and built  to survive the rigors of  the road.

T H E  R O U N D  S O U N D
a m p e g . c o m

Copyright © 2018 LOUD Audio, LLC. All Rights Reserved.

SCR-DI

NEW! Opto Comp 
Analog Optical Compressor

NEW! Liquif er 
Analog Chorus

Classic
Analog Preamp

Scrambler
Bass Overdrive
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